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Outer S
creen Borders = 50mm

Bottom Screen Border = 100mm

Inner S
creen Borders = 30mm

LASER SCREEN DIMENSIONS ARE SET 5MM 
SHORTER ON EACH EDGE THAN FRAME SIZE 

TO ACCOUNT FOR RADIUS EDGE

LASER SCREEN GATE LEAF WITH  VERTICAL SUPPORT

Consists of  multiple Laser Cut Screens.

Max SINGLE Screen width = 1500mm
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SLIDING GATE GUIDE POST DETAIL

SLIDING GATE TRACK
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CUSTOM F STOP ALTERNATIVE POV
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Aluminium Standard F Stop 

Mhouse Gate 
Automation Motor

160-190mm

ROAD SIDE SLIDING GATE TRACK
Double the gate length

Front Post 
(65 x 65mm)

Emergency Stopper Tek Screw

20-50mm

90mm

Front Post 
(65 x 65mm)

F Stop Post 
(65 x 65mm)

Guide Post
(75 x 75mm)

CONCRETE STRIP
Must equal minimum gate width + 400mm 

(to account for 400mm guide rail and motor tail)

EXISITING DRIVEWAY

If driveway is not existing, concrete strip must also 
run the whole width of driveway CONCRETE STRIP & MOTOR PAD 

SHOULD BE AT LEAST 100 - 120MM DEEP

600mm

CONCRETE MOTOR PAD
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STANDARD F STOP OPTION

Mhouse Gate 
Automation Motor

160-190mm

ROAD SIDE SLIDING GATE TRACK
Double the gate length

Emergency Stopper Tek Screw

20-50mm

90mm

Guide Post
(75 x 75mm)
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EXISITING DRIVEWAY

If driveway is not existing, concrete strip must also 
run the whole width of driveway

600mm

CONCRETE MOTOR PAD

CONCRETE STRIP
Must equal minimum gate width + 400mm 
(to account for 400mm guide rail and motor tail)

Compliments Brick, Wooden or 
other existing fence structures

Existing Fence Structures

Aluminium
Custom F Stop

70mm

CONCRETE STRIP & MOTOR PAD 
SHOULD BE AT LEAST 100 - 120MM DEEP

CUSTOM F STOP OPTION


